
FABRIC INSPECTION, MEASURING & RE-ROLLING MACHINE 

 

Miniroller  
T e x t i l e  M a c h i n e s  

‘MIDI -L’ FABRIC INSPECTION 

�  Deep angled inspection surface for continuous inspection 
�  Over/under lighting options 
�  Digital measuring counter 
�  Cross cutter for fault cutting or roll splitting 
�  Automatic edge correction 
�  Adjustable re-tensioning 
�  Models:  66”/170cm -120”/300cm, Roll dia. 20”/500cm, 50kg or 100kg 

For more information contact: 
Miniroller Textile Machines 
Unit 7, Park House Bridge Estate, Langley Road, Salford M6 6JQ, UK 
T. +44 (0)161 745 7456  E. miniroller@miniroller.co.uk  F. +44 (0)161 745 7455 

Manufactured by ourselves in the UK. 

Specification  based on  66” /170cm fabric width : 
Size/weight:   2280mm width x 1680mm depth x 1300mm high (exc. light gantry).  290kg net 
Power: Input 220vac 1ph,  Drive: dc: 200watt (1/4hp) for 50kg roll, 373watts (1/2hp) for 100kg roll 
 Edge Guidance: dc 100watts (1/8hp).    Underlights (4) 300watt.  Overlights (2) 150watts 
 Cutter: 75watts.    Total output: 525watts to  998watts 
Finish:  Powder painted 2 tone blue & cream; stainless steel natural finish rollers. 
Counter: tolerance +/- 0.4% . Preset or continuous rolling.       Edge Guidance: +/- 3mm depending on fabric  


